EU Declaration of Conformity

For the Lenovo P2a42 Mobile Phone
Machine Type: PA4N with External AC/DC Adapter

<table>
<thead>
<tr>
<th>Lenovo P/N</th>
<th>SC-12</th>
<th>SC-13</th>
<th>SC-14</th>
</tr>
</thead>
<tbody>
<tr>
<td>SA18C02164</td>
<td>5.2V/7V/9V/12V 2A</td>
<td>5.2V/7V/9V/12V 2A</td>
<td>5.2V/7V/9V/12V 2A</td>
</tr>
<tr>
<td>SA18C02165</td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>SA18C02166</td>
<td></td>
<td></td>
<td></td>
</tr>
</tbody>
</table>

We, Lenovo (Singapore) Pte Ltd, declare under sole responsibility that the above products, manufactured by:
Motorola Mobility LLC
222W.Merchandise Mart Plaza, Chicago IL 60654 USA
manufactured for:
Lenovo PC HK Limited.
23/F, Lincoln House, Taikoo Place 979 King’s Road,
Quarry Bay, Hong Kong
to which this declaration relates, is in conformity with the requirements of the following EU Directives:


The conformity assessment procedure referred to in Article 10 and detailed in Annex III of Directive 2014/53/EU has been followed and performed with the involvement of a Notified Body:

**Notified Body Name/number**: PHOENIX TESTLAB, Königswinkel 10 D-32825 Blumberg, Germany/0700

**Issued the EU-type examination certificate**: 17-211484

The Technical Construction File (TCF), relevant to the product described above and which support this DoC is available from the Certifying Organization and the EU contact address on this DoC.

Signed: ________________________________ Date: 7/27/2017

Joseph Chua (Director)
Place of issue: Lenovo (Singapore) Pte Ltd.
Standards References

The following harmonized standards and normative documents are those to which the product’s conformance is declared, and by specific reference to the essential requirements of the referenced Directives:

**RE Directive**

**Article 3.1a**

- EN 50332-1:2013, 50332-2:2013

**Article 3.1b**

- Draft ETSI EN 301 489-1 V2.2.0
- Final Draft ETSI EN 301 489-3 V2.1.1
- Draft ETSI EN 301 489-17 V3.2.0
- Draft ETSI EN 301 489-19 V2.1.0
- Draft ETSI EN 301 489-52 V1.1.0

**Article 3.2**

- ETSI EN 300 328 V2.1.1
- ETSI EN 301 511 V9.0.2 / ETSI EN 301 908-2 V11.1.1
- ETSI EN 301 908-13 V11.1.1
- Final Draft ETSI EN 303 345 V1.1.7
- Draft ETSI EN 303 413 V1.1.0
- ETSI EN 301 908-1 V11.1.1
- Final Draft ETSI EN 301 893 V2.1.0

**RoHS directive**

- EN 50581:2012

**ErP directive**

- EC 278/2009 ErP

Approved Hardware and Software Versions

<table>
<thead>
<tr>
<th>Hardware Version</th>
<th>Software Version</th>
</tr>
</thead>
<tbody>
<tr>
<td>04</td>
<td>P2a42_5012_160729_ROW</td>
</tr>
</tbody>
</table>

Page 2 of 2